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GB USER INFORMATION SHEET PU999 & EL143
NANOJET COMPACT CORDLESS TYRE INFLATOR

 SAFETY PRECAUTIONS:

• This product is not a toy, keep out of reach of children. 
• The product has a built-in non removable lithium battery, at end of life take the product to a designated 

battery recycling centre.  
• Avoid exposure to -10 and +45 degrees. Extreme temperatures will shorten the life of the product or 

damage the battery. 
• It is recommended to charge the product at least once every three months. 
• If there is an abnormal noise or the temperature is too high, please turn the pump off immediately. 
• Do not leave unattended whilst inflating.  
• Use in a dry and clean environment.  
• The product is not waterproof, do not rinse with water. 
• The product and particularly the nozzle will become hot in use. It is recommended to use the silicone 

cover included. 

Fully charge the pump before using for the first time. Use the charging cable supplied to connect to a USB 
charger with either 5V/2A or 5V/3A. Other chargers will damage the pump. 

Refer to the pressure rating on the tyre for guidance of recommended inflation pressure
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LED display 
(pressure, battery, capacity, 
unit type - PSI & bar)

Power button

Pressure increase button

Pressure decrease button

Type-C charging port

 SPECIFICATION :
• Battery capacity :Li-ion 500mAh 3.7Wh 
• Charging indicator: Red light whilst charging. White light when fully charged 
• Charging time: Approximately 25 minutes dependant on charger output 
• Pressure inflation range 3-120 PSI 
• Product weight: Approximately 150g 

ITEMS INCLUDED:
• 1x Pump
• 1x Silicone cover
• 1x Compact nozzle
• 1x Flexible hose nozzle
• 3x Valve adaptors  
• 1x Type C charging cable
• 1x Storage bag

MODES:

Pressure suggestions

Urban bike 30-50 PSI 2.1–3.4 BAR

Mountain bike 40-60 PSI 2.8–4.1 BAR

Road bike 80-140 PSI 5.5–9.7 BAR

Motorcycle 26-45 PSI 1.8–3.1 BAR

Scooter 26-45 PSI 1.8–3.1 BAR

Ball 4-15 PSI 0.3–1.0 BAR
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4. Press & hold the power button to turn off 

INSTRUCTIONS:

1. Press & hold the power button to turn on

3. Attach to valve, press and release the power 
button to start inflation. The pump will 
automatically stop when the set pressure is 
reached. 

2. Set the desired unit of measurement (press and 
hold both pressure buttons for 3 seconds to 
change from PSI to bar) 
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3 4

PRESTA: SCHRADER:


